
MALI I  SPECIJALNI  
TRANSFORMATORI

4

FABRIKA MERNIH TRANSFORMATORA ZA JEČAR

2023.



ISO 9001 : 2015

The Certification Body TÜV NORD CERT GmbH hereby confirms as a result of the audit, 

assessment and certification decision according to ISO/IEC 17021-1:2015, that the organization

operates a management system in accordance with the requirements of ISO 9001 : 2015 and will be assessed 

for conformity within the 3 year term of validity of the certificate.

Management system as per

Scope

C E R T I F I C A T E

Design, production and sale of voltage transformers, measuring transformers, current 
and voltage sensors, insulators of epoxy resins, earthing resistors and reactor

Certificate Registration No. 44 100 22430235

Audit Report No. 10022818

Initial certification 2016

Valid from 2023-01-13

Valid until 2025-12-12

TÜV NORD CERT GmbH Am TÜV 1 45307 Essen www.tuev-nord-cert.com

Certification Body
at TÜV NORD CERT GmbH

Essen, 2023-01-13

Fabrika mernih transformatora Zaječar
Stražilovska 57
19000 Zaječar
Republic of Serbia

End of validity of previous certificate: 2022-12-12

ISO 14001 : 2015

operates a management system in accordance with the requirements of ISO 14001 : 2015 and will be assessed 

for conformity within the 3 year term of validity of the certificate.

Management system as per

C E R T I F I C A T E

Certificate Registration No. 44 104 22430235

Audit Report No. 10422345

Certification Body
at TÜV NORD CERT GmbH

Initial certification 2016

Valid from 2023-01-13

Valid until 2026-01-12

TÜV NORD CERT GmbH Am TÜV 1 45307 Essen www.tuev-nord-cert.com

The Certification Body TÜV NORD CERT GmbH hereby confirms as a result of the audit, 

assessment and certification decision according to ISO/IEC 17021-1:2015, that the organization

Scope

Design, production and sale of voltage transformers, measuring transformers, current 
and voltage sensors, insulators of epoxy resins, earthing resistors and reactor

Essen, 2023-01-13

Fabrika mernih transformatora Zaječar
Stražilovska 57
19000 Zaječar
Republic of Serbia

ISO 45001 : 2018

operates a management system in accordance with the requirements of ISO 45001 : 2018 and will be assessed 

for conformity within the 3 year term of validity of the certificate.

Management system as per

C E R T I F I C A T E

Certificate Registration No. 44 126 22430235

Audit Report No. 12622189

Certification Body
at TÜV NORD CERT GmbH

The Certification Body TÜV NORD CERT GmbH hereby confirms as a result of the audit, 

assessment and certification decision according to ISO/IEC 17021-1:2015, that the organization

Scope

TÜV NORD CERT GmbH Am TÜV 1 45307 Essen www.tuev-nord-cert.com

Design, production and sale of voltage transformers, measuring transformers, current 
and voltage sensors, insulators of epoxy resins, earthing resistors and reactor

Initial certification 2016

Valid from 2023-01-13

Valid until 2025-12-09

Essen, 2023-01-13

Fabrika mernih transformatora Zaječar
Stražilovska 57
19000 Zaječar
Republic of Serbia

End of validity of previous certificate: 2022-12-09
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UVOD

Transformatori malih snaga koriste se za transfor-
maciju napona na željeni nivo ili samo za galvansko 
odvajanje primarne i sekundarne strane. Transfor-
matori ove vrste standardno se izrađuju kao mono-
fazne jedinice niskog napona sa primarnim napo-
nom standardno 230 V, 400 V i sekundarnim napo-
nom od 12 V do 400 V, mada je na zahtev kupca mo-
guća izvedba i sa drugim naponima sve do 1000 V. 
Napravljeni su u skladu sa važećom grupom stan-
darda SRPS EN 61558 za transformatore, prigušnice i 
uređaje za napajanje.

Korišćenjem visokokvalitetnih magnetnih limova 
za jezgro bez ikakvog vazdušnog procepa kao i oda-
birom pogodnog odnosa između bakra i gvožđa u 
transformatoru, postignute su sledeće prednosti u 
odnosu na transformatore sa klasičnim jezgrom:

• zanemarljivi magnetni gubici
• nizak nivo brujanja
• mali gubici u namotajima
• visok stepen iskorišćenja
• mala težina
• kompaktnost
• jednostavna montaža

Materijali korišćeni u izradi ovih transformatora su 
najmanje u termičkoj klasi B. Pri naznačenom opte-
rećenju, naznačenom naponu i frekvenciji, tempe-
raturi ambijenta manjoj od 40oC i nadmorskoj visini 
manjoj od 1000 m maksimalni porast temperature 
transformatora ne prelazi 80oC.

Toroidalne transformatore tipa TTU proizvodimo 
u tri varijante: tip “A” (sa slobodnim izvodima), tip “B” 
(sa postoljem za montažu) i tip “C” (sa ulivenom čau-
rom za montažu). Mesto i položaj izvoda radimo pre-
ma zahtevu kupca. Ukoliko kupac ne naglasi tip toro-
idalnog transformatora koji želi podrazumevani tip 
je tip ‘’C’’. Transformatori tipa ZTZU su zaliveni epok-
sidnom smolom i koriste se za zaštitu jer im je stan-
dardni naznačeni sekundarni napon 12, 24 ili 48 V. 
Pogodni su za vlažne ili hemijski zagađene sredine. 
Transformatori ZTZU se montiraju odgovarajućim 
vijkom na ulivnu čauru.  

Transformatore tipa ZTU proizvodimo za snage od 
10 VA do 3000 VA. Izrađuju se sa jezgrom od kvalitet-
nih EI limova, standardnih dimenzija. 

Transformatore ZTU i TTU na zahtev kupca mo-
žemo ugraditi u prenosivo kućište sa priključnim 
kablom sa primarne strane i utičnicama za priklju-
čak sa sekundarne strane, čime se dobijaju preno-
sivi transformatori tipa PTTU i PZTU. Na kućištu se 
nalazi i prekidač i osigurač sa primarne strane kao 
i signalna svetiljka koja pokazuje da je uređaj pod 
naponom. 
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Ove transformatore radimo serijski sa prenosnim odnosi-
ma 230/12V, 400/12V, 230/24V, 400/24V, 230/48V, 400/48V, 
230/110V, 400/110V, 230/230V, 400/230V i 400/400V, ali su 
na zahtev kupca mogući i drugi prenosni odnosi. Mesto i 
položaj izvoda radimo prema zahtevu kupca. Kod porudž-
bine obavezno navesti prenosni odnos, snagu u primaru i 
ukoliko ima više sekundara snagu za svaki sekundar.
TTU-A – torusni transformator sa slobodnim krajevima
TTU-C – torusni transformator zaliven na postolje od epok-
sidne smole sa krajevima izvedenim u redne kleme. 

TORUSNI TRANSFORMATORI TIPA TTU-A I TTU-C

TEHNIČKI PODACI TTU-A, TTU-C

Najviši napon opreme (kV) 0,72

Ispitni napon 50 Hz, 1 min (eff.) (kV) 3

Naznačena frekvencija (Hz) 50/60

Naznačeni primarni napon (V) 230, 380 ili prema zahtevu

Naznačeni sekundarni napon (V) 12, 24, 48, 110, 230 ili 
prema zahtevu

Temperaturna klasa izolacije B

Montaža Unutrašnja

Područje primene Svako uključujući i tropsko

Važeći standardi SRPS EN 61558-1 

Tip 
transformatora 
TTU-A i TTU-C

Naznačena 
snaga
(VA)

Dimenzije (mm)
Navoj 
čaure

Masa
(kg)D1 d1 d2 H h

TTU-15 15 60 22 41 36 2 M4 ~0,38
TTU-20 20 72 30 53 43 2 M5 ~0,82
TTU-30 30 90 30 53 36 2 M5 ~1,22
TTU-50 50 100 28 75 40 3 M6 ~1,37
TTU-80 80 104 36 75 56 3 M6 ~1,90

TTU-100 100 104 36 75 56 3 M6 ~2,10
TTU-160 160 106 34 83 59 3 M6 ~2,40
TTU-200 200 118 36 102 59 3 M6 ~3,86
TTU-250 250 120 36 102 59 3 M6 ~3,92
TTU-320 320 115 40 83 72 3 M6 ~4,80
TTU-400 400 120 40 102 72 3 M6 ~5,20
TTU-500 500 128 38 115 73 3 M8 ~5,60
TTU-630 630 142 44 115 85 3 M8 ~6,80
TTU-800 800 156 44 135 85 3 M8 ~7,00

TTU-1000 1000 166 48 145 100 4 M10 ~9,70
TTU-1200 1200 168 50 145 110 4 M10 ~10,90
TTU-1600 1600 174 45 145 110 4 M10 ~11,90
TTU-2000 2000 204 62 160 110 4 M10 ~18,50

TORUSNI TRANSFORMATORI
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TORUSNI TRANSFORMATORI TIPA TTU-B 

TEHNIČKI PODACI TTU-B
Najviši napon opreme (kV) 0,72
Ispitni napon 50 Hz, 1 min (eff.) (kV) 3
Naznačena frekvencija (Hz) 50/60
Naznačeni primarni napon (V) 230, 400 ili prema zahtevu
Naznačeni sekundarni napon (V) 12, 24, 48, 110, 230 ili prema zahtevu

Temperaturna klasa izolacije B
Montaža Unutrašnja
Područje primene Svako uključujući i tropsko
Važeći standardi SRPS EN 61558-1 

Tip transformatora TTU-B
Naznačena 

snaga
(VA)

Dimenzije (mm) Masa
(kg)A B C D E F G

TTU-15 15 145 95 40 82 4,5 12 20 ~0,60
TTU-20 20 145 95 40 82 4,5 12 20 ~0,98
TTU-30 30 145 95 40 82 4,5 12 20 ~1,44
TTU-50 50 145 95 40 82 4,5 12 20 ~1,58
TTU-80 80 145 95 40 82 4,5 12 20 ~2,10

TTU-100 100 160 115 60 95 4,5 13 30 ~2,40
TTU-160 160 160 115 60 95 4,5 13 30 ~2,60
TTU-200 200 185 135 70 112 5,5 15 35 ~4,16
TTU-250 250 185 135 70 112 5,5 15 35 ~4,21
TTU-320 320 185 135 70 112 5,5 15 35 ~4,94
TTU-400 400 185 135 70 112 5,5 15 35 ~5,32
TTU-500 500 185 135 70 112 5,5 15 35 ~5,76
TTU-630 630 215 155 80 130 6,5 17 40 ~7,52
TTU-800 800 215 155 80 130 6,5 17 40 ~7,68

TTU-1000 1000 230 175 80 140 6,5 17 40 ~10,47
TTU-1200 1200 230 175 80 140 6,5 17 40 ~11,67
TTU-1600 1600 250 190 90 160 8,5 25 45 ~12,93
TTU-2000 2000 250 190 90 160 8,5 25 45 ~19,53

Ove transformatore radimo serijski sa preno-
snim odnosima 230/12V, 400/12V, 230/24V, 
400/24V, 230/48V, 400/48V, 230/110V, 
400/110V, 230/230V, 400/230V i 400/400V, ali 
su na zahtev kupca mogući i drugi prenosni 
odnosi. Kod porudžbine obavezno navesti 
prenosni odnos, snagu u primaru i ukoliko 
ima više sekundara snagu za svaki sekundar.
TTU-B – torusni transformator na metalnom 
postolju. 

TORUSNI TRANSFORMATORI
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ZTZU

TORUSNI TRANSFORMATORI TIPA TTU-B 

TEHNIČKI PODACI TTU-B
Najviši napon opreme (kV) 0,72
Ispitni napon 50 Hz, 1 min (eff.) (kV) 3
Naznačena frekvencija (Hz) 50/60
Naznačeni primarni napon (V) 230, 400 ili prema zahtevu
Naznačeni sekundarni napon (V) 12, 24, 48, 110, 230 ili prema zahtevu

Temperaturna klasa izolacije B
Montaža Unutrašnja
Područje primene Svako uključujući i tropsko
Važeći standardi SRPS EN 61558-1 

Tip transformatora 
TTU-B

Naznačena 
snaga
(VA)

Dimenzije (mm) Masa
(kg)A B C D E F G

TTU-30 30 145 95 40 82 4,5 12 20 1,07
TTU-50 50 145 95 40 82 4,5 12 20 1,07
TTU-80 80 145 95 40 82 4,5 12 20 1,07

TTU-100 100 160 115 60 95 4,5 13 30 2,30
TTU-150 150 160 115 60 95 4,5 13 30 2,90
TTU-200 200 185 135 70 112 5,5 15 35 3,50
TTU-250 250 185 135 70 112 5,5 15 35 3,82
TTU-320 320 185 135 70 112 5,5 15 35 4,38
TTU-400 400 185 135 70 112 5,5 15 35 4,82
TTU-500 500 185 135 70 112 5,5 15 35 5,85
TTU-630 630 215 155 80 130 6,5 17 40 6,85
TTU-800 800 215 155 80 130 6,5 17 40 8,43

TTU-1000 1000 230 175 80 140 6,5 17 40 9,74

ZAŠTITNI TRANSFORMATORI ZA UGRADNJU TIPA ZTZU 

TEHNIČKI PODACI ZTZU-1 ZTZU-2 ZTZU-3

Najviši napon opreme (kV) 0,72

Ispitni napon 50 Hz, 1 min (eff.) (kV) 3

Naznačena frekvencija (Hz) 50/60

Naznačeni primarni napon (V) 230, 400 ili prema zahtevu

Naznačeni sekundarni napon (V) 12, 24, 48, 110, 230 ili prema zahtevu

Temperaturna klasa izolacije B

Montaža Unutrašnja

Vrsta osnovne izolacije Epoksidna smola

Područje primene Svako uključujući i tropsko

Važeći standardi SRPS EN 61558-1 

Masa (kg) ~4,75 ~6,5 ~18-34

Tip Naznačena snaga
(VA)

Dimenzije (mm)

D H C d E F e r d1 d2

ZTZU-1 100; 160; 200; 250;300 Ø110 100 62 M8 35 35 9 - M6 M6

ZTZU-2 400; 500; 630 Ø130; 
Ø145 110 110 M8 35 35 9 - M6 M6

ZTZU-3 800; 1000; 1500; 2000; 
2500; 3000; 3500; 4000 Ø220 210 80 M8 40 25 9 85 M6 M10

Masa transformatora zavisi od snage i 
prenosnog odnosa i može varirati.

ZAŠTITNI I  MREŽNI TRANSFORMATORI MALIH SNAGA
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ZAŠTITNI PRENOSNI TRANSFORMATOR TIPA ZTU-*

TEHNIČKI PODACI ZTU

Najviši napon opreme (kV) 0,72

Ispitni napon 50 Hz, 1 min (eff.) (kV) 3

Naznačena frekvencija (Hz) 50/60

Naznačeni primarni napon (V) 230, 400 ili prema zahtevu

Naznačeni sekundarni napon (V) 12, 24, 48, 110, 230 ili prema zahtevu

Temperaturna klasa izolacije B

Montaža Unutrašnja

Područje primene Svako uključujući i tropsko

Važeći standardi SRPS EN 61558-1 

Masa transformatora zavisi i od prenosnog odnosa i može varirati.

Tabela za transformatore malih snaga: 

Tip 
transformatora

Naznačena 
snaga
(VA)

Dimenzije (mm) Masa
(kg)A B C D E F

ZTU-10 10 60 50 32 45 25 3,5 0,5

ZTU-16 16 60 50 37 45 28 3,5 0,6

ZTU-20 20 60 50 42 45 36 3,5 0,7

ZTU-25 25 66 55 42 50 33 4,2 0,8

 A 

 B
 

 E
 

 D 

 C
 

 F 

ZTU

ZAŠTITNI I  MREŽNI TRANSFORMATORI MALIH SNAGA
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ZTU-31.5 do ZTU-3000
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Grupna merna skica 

Tip Tipska snaga 
(VA)

Dimenzije (mm)
Masa (kg)

A B C D E F
ZTU-31.5 31.5 75 63 85 55 36 4.2 0.95

ZTU-40 40 75 63 85 55 40 4.2 1.0

ZTU-50 50 75 63 95 55 50 4.2 1.3

ZTU-63 63 75 63 95 55 54 4.2 1.5
ZTU-80 80 84 94 92 60 60 5.2 1.7

ZTU-100 100 84 94 102 60 70 5.2 2.2
ZTU-125 125 96 99 103 68 65 5.2 2.5
ZTU-160 160 96 99 113 68 70 5.2 2.85
ZTU-200 200 96 99 113 68 80 5.2 3.4
ZTU-250 250 108 106 113 75 80 5.6 4.1
ZTU-315 315 108 106 117 75 85 5.6 4.6
ZTU-400 400 120 116 120 80 88 6.5 5.5
ZTU-500 500 120 116 130 80 98 6.5 6.5
ZTU-630 630 120 116 140 80 108 6.5 7.5
ZTU-800 800 135 123 130 95 98 6.2 8.5

ZTU-1000 1000 135 131 145 95 113 6.2 10.5
ZTU-1250 1250 150 135 140 105 106 6.5 12.5
ZTU-1600 1600 150 135 160 105 126 6.5 15.0
ZTU-2000 2000 180 164 180 130 120 8.0 19.0
ZTU-2500 2500 180 164 190 130 130 8.0 21.5
ZTU-3000 3000 192 176 170 128/145 136 8.0 26.2

 E
  C

 

 D 

 F 

 A 

 B
 

Tabela za transformatore većih snaga:

Tip transformatora Naznačena snaga
(VA)

Dimenzije (mm) Masa
(kg)A B C D E F

ZTU-31,5 31,5 75 63 85 55 36 4,2 0,95

ZTU-40 40 75 63 85 55 40 4,2 1,0

ZTU-50 50 75 63 95 55 50 4,2 1,3

ZTU-63 63 75 63 95 55 54 4,2 1,5

ZTU-80 80 84 94 92 60 60 5,2 1,7

ZTU-100 100 84 94 102 60 70 5,2 2,2

ZTU-125 125 96 99 103 68 65 5,2 2,5

ZTU-160 160 96 99 113 68 70 5,2 2,85

ZTU-200 200 96 99 113 68 80 5,2 3,4

ZTU-250 250 108 106 113 75 80 5,6 4,1

ZTU-315 315 108 106 117 75 85 5,6 4,6

ZTU-400 400 120 116 120 80 88 6,5 5,5

ZTU-500 500 120 116 130 80 98 6,5 6,5

ZTU-630 630 120 116 140 80 108 6,5 7,5

ZTU-800 800 135 123 130 95 98 6,2 8,5

ZTU-1000 1000 135 131 145 95 113 6,2 10,5

ZTU-1250 1250 150 135 140 105 106 6,5 12,5

ZTU-1600 1600 150 135 160 105 126 6,5 15,0

ZTU-2000 2000 180 164 180 130 120 8,0 19,0

ZTU-2500 2500 180 164 190 130 130 8,0 21,5

ZTU-3000 3000 192 176 170 128/145 136 8,0 26,2

ZTU

ZAŠTITNI I  MREŽNI TRANSFORMATORI MALIH SNAGA



Fabrika mernih transformatora Zaječar d.o.o.
Stražilovska 57, 19000 Zaječar

Centrala: +381 19 3413 122; +381 19 3413 222; +381 19 3413 111
Generalni direktor: +381 19 31 5555 1

Sektor prodaje: +381 19 31 5555 5; +381 19 31 5555 6; 
+381 19 31 5555 8; +381 19 3413 111

komercijala@fmt.rs 
Sektor nabavke: +381 19 31 5555 7
Sektor razvoja: +381 19 31 5555 3

Sektor finansija: +381 19 31 5555 2 
www.fmt.rs  •  office@fmt.rs 




