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ISO 9001 : 2015

The Certification Body TÜV NORD CERT GmbH hereby confirms as a result of the audit, 

assessment and certification decision according to ISO/IEC 17021-1:2015, that the organization

operates a management system in accordance with the requirements of ISO 9001 : 2015 and will be assessed 

for conformity within the 3 year term of validity of the certificate.

Management system as per

Scope

C E R T I F I C A T E

Design, production and sale of voltage transformers, measuring transformers, current 
and voltage sensors, insulators of epoxy resins, earthing resistors and reactor

Certificate Registration No. 44 100 22430235

Audit Report No. 10022818

Initial certification 2016

Valid from 2023-01-13

Valid until 2025-12-12

TÜV NORD CERT GmbH Am TÜV 1 45307 Essen www.tuev-nord-cert.com

Certification Body
at TÜV NORD CERT GmbH

Essen, 2023-01-13

Fabrika mernih transformatora Zaječar
Stražilovska 57
19000 Zaječar
Republic of Serbia

End of validity of previous certificate: 2022-12-12

ISO 14001 : 2015

operates a management system in accordance with the requirements of ISO 14001 : 2015 and will be assessed 

for conformity within the 3 year term of validity of the certificate.

Management system as per

C E R T I F I C A T E

Certificate Registration No. 44 104 22430235

Audit Report No. 10422345

Certification Body
at TÜV NORD CERT GmbH

Initial certification 2016

Valid from 2023-01-13

Valid until 2026-01-12

TÜV NORD CERT GmbH Am TÜV 1 45307 Essen www.tuev-nord-cert.com

The Certification Body TÜV NORD CERT GmbH hereby confirms as a result of the audit, 

assessment and certification decision according to ISO/IEC 17021-1:2015, that the organization

Scope

Design, production and sale of voltage transformers, measuring transformers, current 
and voltage sensors, insulators of epoxy resins, earthing resistors and reactor

Essen, 2023-01-13

Fabrika mernih transformatora Zaječar
Stražilovska 57
19000 Zaječar
Republic of Serbia

ISO 45001 : 2018

operates a management system in accordance with the requirements of ISO 45001 : 2018 and will be assessed 

for conformity within the 3 year term of validity of the certificate.

Management system as per

C E R T I F I C A T E

Certificate Registration No. 44 126 22430235

Audit Report No. 12622189

Certification Body
at TÜV NORD CERT GmbH

The Certification Body TÜV NORD CERT GmbH hereby confirms as a result of the audit, 

assessment and certification decision according to ISO/IEC 17021-1:2015, that the organization

Scope

TÜV NORD CERT GmbH Am TÜV 1 45307 Essen www.tuev-nord-cert.com

Design, production and sale of voltage transformers, measuring transformers, current 
and voltage sensors, insulators of epoxy resins, earthing resistors and reactor

Initial certification 2016

Valid from 2023-01-13

Valid until 2025-12-09

Essen, 2023-01-13

Fabrika mernih transformatora Zaječar
Stražilovska 57
19000 Zaječar
Republic of Serbia

End of validity of previous certificate: 2022-12-09
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UVOD

PRIMENA

Otpornici su namenjeni za uzemljenje zvezdišta u 
mrežama srednjeg napona. Da bi ograničili struju 
kvara u zvezdištima neophodno je priključiti otpornik 
između zvezdišta i uzemljenja postrojenja.

NAČIN DELOVANJA

Pri normalnom radu potencijal zvezdišta je na poten-
cijalu zemlje, pa su struje koje teku kroz zvezdište za-
nemarljive. To su struje viših harmonika i nesimetrije 
faza. Ukoliko nastupi kvar između faza i zemlje dolazi 
do proticanja velikih struja kroz zvezdište i zadatak 
priključenog otpornika ja da ograniči struju na propi-
sanu vrednost, do momenta prorade zaštite. Napon 
na krajevima otpornika može se povećati do nivoa 
napona mreže. Otpornik podnosi neograničen broj 
ciklusa prorade do temperature okoline 40°C.

KONSTRUKCIJA

Otpornici su ugrađeni u metalno kucište, izrađeno 
od dekapiranog lima, vruće pocinkovanog, a može 
biti urađeno i samo od prohroma kao i kombinaci-
jom prohroma i vruće pocinkovanog čeličnog lima. 
Sami otpornici su metalni i hlađeni prirodnom cir-
kulacijom vazduha. Otpornike proizvodimo tipski: 
OVN 6; OVN 12; OVN 21, za struje 150; 300; 700; 
1000 A. Otpornici su izrađeni od kvalitetnog čelič-
nog lima, koji ima mali temperaturni koeficijent, 
veliku specifičnu i mehaničku otpornost. Pojedi-
načni otporni element seče se na specijalan način, 
čime se postiže odgovarajuća otpornost, i moguć-
nost trajnog provođenja struje. Element otpornika 
sa gornje strane ima ojačanje izolovano od samog 
elementa. Ovakvi otpornici slažu se u otporne siste-
me koji sa potpornim izolatorima čine blokove. Svi 
se ispituju kao i uređaj za visoki napon. Sistem je 
opremljen  odgovarajućim strujnim transformato-
rom na ulazu prema zvezdištu, koji služi za priklju-
čak zaštitnih i signalnih uređaja. 

 OVN-6/300
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Na zahtev kupca možemo isporučiti otpornik bez 
strujnog transformatora na ulazu, i u tom sluča-
ju isporučujemo strujni transformator za spoljaš-
nju montažu (tipa ATM ili ATMS) koji se montira 
neposredno ispred otpornika prema zvezdištu. 
Strujni transformator na izlazu prema zemlji ugra-
đujemo na poseban zahtev kao i grejni element za 
grejanje otpornika u zimskim uslovima (pri radu 
otpornika na niskim temperaturama sa snežnim 
padavinama). Takođe na poseban zahtev možemo 
u metalno kućište  otpornika ugraditi i rastavlja-
če ( jedan ili dva) koji su opremljeni ručnim pogo-
nom, polužjem i po potrebi signalnim prekidačem 

(sa radnim i mirnim kontaktima); radi čega se ga-
bariti kućišta uvećavaju. Ili možemo čak rastavlja-
če smestiti u posebno metalno kučište, čiji gaba-
riti zavise od tipa rastavljača kao i od naponskog 
nivoa za koji je namenjen. Kod ovih otpornika uz 
tipsku oznaku u indeksu stoji “R1” ili “R2”, što defi-
niše broj rastavljača (npr. OVNR1-6/300 – sa jed-
nim rastavljacem, OVNR2-6/300 – sa dva rastavlja-
ča). Otpornici tipa OVNR1-21/300 i OVNR2-21/300 
su zbog gabarita izrađeni iz dva kućišta (ulaznog 
dela sa rastavljačima i izlaznog dela) koja su me-
đusobno povezana bakarnom šinom (što se može 
videti na priloženoj slici).

OVNR2-6/300



4 OTPORNICI ZA UZEML JENJE NEUTRALNE TAČKE  
U MREŽAMA SREDNJEG NAPONA OVN-*

OVN-*

TIP OTPORNIKA A B C D E F G H

OVN-6/300 1360 770 2065 2212 90 1240 710 Ø17

OVN-12/300 1360 1500 2197 2422 90 1240 1440 Ø17

OVN-21/300 2680 1500 2197 2570 90 2480 1440 Ø17

OVN-21/300

OVNR2-12/300
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TIP METALNOG OTPORNIKA OVN-6/300 OVN-12/300 OVN-21/300

Naznačeni napon mreže (kV) 10 20 35

Naznačeni napon otpornika (kV) 6 12 21

Naznačena struja otpornika (A) 300 300 300

Naznačeni pogonski rad
300A/5s

20A/10min
5A/trajno

300A/5s
20A/10min
5A/trajno

300A/5s
20A/10min
5A/trajno

Broj otporničkih slogova 5 10 18

Naznačena otpornost otporničkog sloga (Ω) 4±5% 4±5% 4±5%

Naznačena otpornost otpornika na +20ºC (Ω) 20±5% 40±5% 70±5%

Ispitni napon otpornika 1min, 50Hz (kV) 12 24 42

Stepen mehaničke zaštite otpornika IP23 / IP33

Važeći standardi IEEE 32, IEC 60060-1, IEC 62271-1,
IEC 60529, IEC 60071-1

Provodni izolator na ulazu IPSU-12/630 IPSU-24/630 IPSU-38/630

Srednjenaponski strujni merni transformator STEM-N-1210 STEM-N-2410 STEM-N-3810

Niskonaponski strujni merni transformator ST-081: 0.72 kV, 50/5 A/A, 5 VA, 5P10

Masa (kg) 440 850 1420

Napomena: - karakteristike strujnih transformatora se prilagođavaju potrebama kupca (otpornik može  
                           biti i bez transformatora)
                        - ulaz može biti i kablovski sa donje strane (po zahtevu kupca)

OVNR2-21/300
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TIP OTPORNIKA A B C D E F G H

OVNR1-6/300 2020 770 2065 2212 90 1820 710 Ø17

OVNR2-6/300 2150 770 2065 2212 90 1950 710 Ø17

OVNR1-12/300 2020 1500 2197 2422 90 1820 1440 Ø17

OVNR2-12/300 2020 1500 2197 2422 90 1820 1440 Ø17

OVNR1-21/300
2020 1500 2197 2570 90 1820 1440 Ø17

1360 1500 2197 2422 90 1240 1440 Ø17

OVNR2-21/300
2130 1500 2197 2570 90 1930 1440 Ø17

1360 1500 2197 2422 90 1240 1440 Ø17

TIP METALNOG OTPORNIKA OVNR1-
6/300

OVNR2-
6/300

OVNR1-
12/300

OVNR2-
12/300

OVNR1-
21/300

OVNR2-
21/300

Naznačeni napon mreže (kV) 10 10 20 20 35 35

Naznačeni napon  
otpornika (kV) 6 6 12 12 21 21

Naznačena struja  
otpornika (A) 300 300 300 300 300 300

Naznačeni pogonski rad
300A/5s

20A/10min
5A/trajno

300A/5s
20A/10min
5A/trajno

300A/5s
20A/10min
5A/trajno

300A/5s
20A/10min
5A/trajno

300A/5s
20A/10min
5A/trajno

300A/5s
20A/10min
5A/trajno

Broj otporničkih slogova 5 5 10 10 18 18

Naznačena otpornost 
otporničkog sloga (Ω) 4±5% 4±5% 4±5% 4±5% 4±5% 4±5%

Naznačena otpornost 
otpornika na +20ºC (Ω) 20±5% 20±5% 40±5% 40±5% 70±5% 70±5%

Ispitni napon otpornika 50 Hz, 
1 min (kV) 12 12 24 24 42 42

Stepen mehaničke zaštite 
otpornika IP23 / IP33

Važeći standardi IEEE 32, SRPS EN 60060-1, SRPS EN 62271-1, SRPS EN 60529, SRPS EN IEC 60071-1

Provodni izolator na ulazu IPSU-12/630 IPSU-12/630 IPSU-24/630 IPSU-24/630 IPSU-38/630 IPSU-38/630

Srednjenaponski strujni merni 
transformator STEM-N-1210 STEM-N-1210 STEM-N-2410 STEM-N-2410 STEM-N-3810 STEM-N-3810

Niskonaponski strujni merni 
transformator ST-081: 0.72 kV, 50/5 A/A, 5 VA, 5P10

Rastavljač JRUK-12/630 JRUK-12/630 JRUK-24/630 JRUK-24/630 JRUK-38/630 JRUK-38/630

Masa (kg) 600 650 1020 1075 1816 1856

Napomena: - karakteristike strujnih transformatora se prilagođavaju potrebama kupca 
                      (otpornik može biti i bez transformatora)
                    - ulaz može biti i kablovski sa donje strane (po zahtevu kupca)
                    - oznaka R1 u oznaci tipa otpornika znači da otpornik poseduje 1 rastavljač a R2 – 2 rastavljača
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Fabrika mernih transformatora Zaječar d.o.o.
Stražilovska 57, 19000 Zaječar

Centrala: +381 19 3413 122; +381 19 3413 222; +381 19 3413 111
Generalni direktor: +381 19 31 5555 1

Sektor prodaje: +381 19 31 5555 5; +381 19 31 5555 6; 
+381 19 31 5555 8; +381 19 3413 111

komercijala@fmt.rs 
Sektor nabavke: +381 19 31 5555 7
Sektor razvoja: +381 19 31 5555 3

Sektor finansija: +381 19 31 5555 2 
www.fmt.rs  •  office@fmt.rs 




